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Materials
Oak, steel

Colors
Black, white, red

Base
11-inch round in matching color

Cord
7 feet/213 cm with integrated switch

Certifications
ETL (120V, US/Canada)
CE, CB (240V)

Series 
Excel

Product 
Desk Lamp

Dimensions 
H 20in/50cm x W 10in/25cm x D 
19in/48cm

Weight 
8lb/3.6kg 

Designed by Rich Brilliant Willing, 2008
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100-240V Illumination
Integrated LED
Wattage: 10 Watts
Lumens: (black/red) 200 Lumens, (white) 
340 Lumens
Color Temperature: 2700 Kelvin
Bulb Life: 50,000 Hours
Dimming: Non-dimmable
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Shade BracketDesk Lamp Finial Cap
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SAFETY INFORMATION

Only one light bulb per socket.
Only suitable for direct mounting on non-combustible surfaces.
Under no circumstances can Excel fixtures be mounted on normally flammable surfaces.
Suitable for dry, indoor use only.
Maximum ambient temperature: 25˚ C
If the external flexible cable or cord of this luminare is damaged, it shall be exclusively replaced by 
Roll & Hill or Roll & Hill’s service agent or a similarly qualified person in order to avoid hazard.
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Note: Do not use bulbs that exceed 60 watts.

1. Install light bulb (D). Light bulbs provided by customer.

2. Place bracket (C) onto existing shade bracket so that both form a cross.

3. Place metal diffuser (B) on top of brackets and affix by screwing down finial cap (A).




